
Sheet
lines

Thermoforming applications

Twin-screw extrusion

EXTRUSION LINES – 
Engineered to perform 



From food packaging to medical applications:
the diverse applications of PET sheet.

PET sheet products are primarily used 
for food and consumer goods. These 
products include trays, cups, blisters 
and lids.
Additionally, pharmaceutical and medical 
products have become important areas 
of application.

PRODUCT PROPERTIES

 High transparency
 Fully recyclable

Material feeding
and dosing

Virgin material Film � akes Bottle � akes 

Flexible polymer processing

SML’s FlexiPET is an exceptional twin-screw 
extruder concept that is easily adaptable to various 
polymers. This line is able to process virgin and 
regrind PET, PP and PS – material switches can 
be managed very quickly. FlexiPET is also versatile 
regarding the choice of winding systems.

KEY FEATURES
• Designed for the highest � exibility 
 to process different kinds of polymers 
• Recommended for the use of PETG
 and its post-industrial � ake stream
• Optimised to handle materials with very 

low bulk densities
• Highly � exible in terms of usable 

materials and combinations
• Features the lowest residence time 

inside the extrusion unit due to twin 
screw extruders

• Reduced energy consumption
• Minimised applied shear stress

RAW MATERIALS



SHEET LINES

Liquid antiblock application unit

Accumulator

Edge trim cutting Winding unit

RECOMMENDED FOR

Typical thermoforming application +

PET +

PP +

Optical � lm ~

PET / PE (recycled in reduced amounts) ++

GAG sheet ++

BASIC DESIGN INCLUDES

 Material dosing and conveying system for twin screw 
extruders

 Complete extrusion unit with a twin screw, back� ush � lter, 
melt pump and static mixer

 coextruder as single-screw or twin-screw
 3 layer feedblock, manual die;

for sheet width >1.000 mm automatic die
 Roll stack with SPG roll technology, 

 temperature control unit, hydraulics and safety devices
 Thickness measuring unit
 Edge trim unit with circular knives and an edge trim mill
 Winder W501
 Automatic control system
 SML BitWise System

OPTIONS

 Inline liquid antiblock application unit
 Inline PE lamination
 Inline sheet inspection system 
 Inline edge trim recycling system (from the mill directly to bin 

and further to the extruder)
 Pred-drying for virgin and/or � akes

Thickness
measuring unit

Roll stack

Material feeding
and dosing

Twin-screw extruder

Feedblock and die

OUTPUT TABLE 

FlexiPET 1 FlexiPET 2 FlexiPET 3 FlexiPET 4 FlexiPET 5 FlexiPET 6 FlexiPET 7 FlexiPET 8

Main extruder
Co-extruder

1 x TSE75
1 x ES60

1 x TSE75
1 x ES75

1 x TSE75
1 x ES60

1 x TSE90
1 x ES75

1 x TSE90
1 x ES75

1 x TSE90
1 x ES90

1 x TSE93
1 x ES90

1 x TSE93
1 x ES90

Output at full 
width [kg/h]

850 1,100 1,300 1,500 1,500 1,650 1,850 1,850

Roller width 
[mm]

1,050 1,050 1,200 1,400 1,650 1,800 2,000 2,200

Sheet thickness 
range [µm]

150–1,000 µm

Sheet net width 
[mm]

600–800 600–800 700–950 850–1,150 1,000–1,400 1,150–1,550 1,300–1,750 1,500–1,950

Number of webs 1 1 1 1 1–2 1–2 2–3 2–3



For more information 
about 
SHEET LINES
follow the link

www.sml.at

Cast � lm lines  
Sheet lines  
Coating and laminating lines  
Spinning lines  
Winding technology

Engineered to perform.

SML – the leading manufacturer
of high-end extrusion lines
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